
ASSIGNMENT 1

Textbook Assignment: Chapter 1 - Light Floor and Wall Framing

1-1.

1-2.

1-3.

1-4.

1-5.

1-6.

In wood frame construction, what is
the lowest member resting on the
foundation?

1. Platform
2. Plank
3. Stud
4. Sill plate

The edge of a sill is usually set
back from the outside edge of the
foundation by what distance?

1. The thickness of the sheathing
2. The thickness of the header

joist
3. The thickness of the siding
4. Twice the thickness of the

sheathing

After bolt holes are drilled and
the sill properly fitted, what is
normally the next step?

1. Install the header joist
2.  Place the sill sealer
3. Install the floor joists
4. Install the washers and nuts

When information is not provided in
the specifications, anchor bolt
spacing is normally 6 feet.

1. True
2. False

Which of the following items is/are
considered a dead load?

1. Furniture
2. Floor joists
3. Appliances
4. People

When placing a girder in the pocket
of a concrete wall, the minimum
bearing should be

1. 1 in.
2. 2 in.
3. 3 in.
4. 4 in.

1-7.

1-8.

1-9.

1-10.

1-11.

1-12.

Header joists prevent common joists
from rolling

1. True
2. False

Which of the
is used when
out over the

1. Common
2. Trimmer

or tipping.

following joist types
the a joist projects
wall below?

3. Cantilevered
4. Cripple

Which of the following joist spans
requires more than one row of
bridging?

1. 16 ft
2. 14 ft
3. 12 ft
4. 10 ft

When installed in a straight line,
which of the following bridging
types provides an additional
nailing base for the subfloor?

1. Diagonal
2. Herringbone
3. Solid
4. Cross

Before placing floor joists, which
of the following members must be
marked to show joist nailing
points?

1. Soleplate and top plate only
2. Sill plate and girders only
3. Common joists and doubled

joists only
4. All of the above

Floor joists are always placed 16
inches OC.

1. True
2. False
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1-13. When joists are laid out 16 inches
OC, the distance from the edge of
the building to the first joist
should be

1. 14 1/2 in.
2. 15 1/4 in.
3. 16 in.
4. 16 3/4 in.

1-14. What is the main reason for special
framing around large floor
openings?

1. Appearance
2. Provide additional nailing

surface
3. Strength
4. Prevent floor squeaks

1-15. A pair of joists placed at each end
of an opening and supporting a
header is called what type of
joist?

1. Trimmer
2. Double
3. Tail
4. Common

1-16. When placing a joist, the crown
should be turned in what direction?

1. Left
2. Right
3. Down
4. Up

1-17. Any board can be used as a joist
regardless of the size of the
crown.

1. True
2. False

1-18. Plywood subflooring with an index
mark of 32/16 can be used over what
maximum OC joist spacing?

1. 48 in.
2. 32 in.
3. 24 in.
4. 16 in.

1-19. Which of the following framing
members tie the entire wall
together?

1. Studs
2. Posts
3. Sills
4. Plates

1-20. What component is required at the
intersections and ends of a wall?

1. Corner post
2. Cripple stud
3. Diagonal brace
4. Header

1-21. When you are rough framing a window
opening, the trimmer studs are
installed between what two
components?

1. Double top plate and header
2. Top plate and subfloor
3. Header and bottom plate
4. Header and subfloor

1-22. A header is supported by which of
the following studs?

1. Trimmer
2. Cripple
3. Common
4. Header

1-23. What is the standard wall height in
wood framed construction?

1. 7 ft 10 in.
2. 8 ft
3. 8 ft 1 in.
4. 8 ft 6 in.

1-24. What type of wall strength is
increased by diagonal bracing?

1. Lateral
2. Compressive
3. Tensile
4. Flexural

1-25. Which of the following is the
strongest type of diagonal bracing?

1. Cut-in bracing
2. Let-in bracing
3. Diagonal sheathing
4. Horizontal bracing

2



1-26. Diagonal bracing is most effective
when installed at which of the
following angles?

1. 25° to 35°
2. 45° to 60°
3. 65° to 75°
4. 80° to 90°

1-27. What is/are the main purpose(s) of
a fire stop in a wall?

1. SlOW the travel of fire inside
a wall only

2. Provide additional backing for
nailing the edges of dry wall
or plywood only

3. Both 1 and 2 above
4. Stop a fire inside a wall

1-28. The locations of walls constructed
in the horizontal layout method are
found in which of the following
sources?

1. Floor plans
2. Specifications
3. Table of measures
4. Measurement-conversion chart

1-29. When laying out studs 16 inches OC,
why should you place the first stud
15 1/4 inches from the corner?

1. To allow for the corner post
2. To provide additional nailing

surface for sheathing
3. To allow for 3/4-in. error when

laying off the remaining studs
4. To allow for the sheathing

edges to fall on the centers of
the studs

1-30. To determine the length of studs,
cripples and trimmers, you should
use which of the following layouts?

1. Vertical
2. Horizontal
3. Wall
4. Top plate

1-31. The measurement from the subfloor
to the bottom of the door header
can also be used to establish which
of the following measurements?

1. Rough opening width for door
openings

2. Rough opening height for
windowsills

3. Rough opening height for window
openings

4. Overall wall height

1-32. Which way should the crown of a
stud be turned on an exterior wall

1. Up
2. Down
3. Side

1-33. The minimum distance between butt
joints in the top plate and the
double top plate should be

1. 24 in.
2. 32 in.
3. 48 in.
4. 96 in.

1-34. What is the recommended order in
raising walls?

1. Long exterior, short exterior,
partitions

2. Partitions, long exterior,
short exterior

3. Short exterior, long exterior,
partitions

4. Long exterior, partitions,
short exterior

1-35. To accurately plumb a wall, you
need which of the following tools?

1. Straightedge only
2. Level only
3. Straightedge and level
4. Plumb
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1-36. Compared to other exterior
finishes, plywood panels have what
advantage(s)?

1. They provide additional
strength only

2. They shorten installation time
only

3. They eliminate the need for
diagonal bracing only

4. All of the above

1-37. What size nail is recommended for
installing 5/8-inch sheathing?

1. 4d
2. 6d
3. 8d
4. 10d

1-38. When nailing plywood panels in
place, you should leave gaps at the
joints to allow for expansion.

1. True
2. False

1-39. What type of wall is usually
constructed when large pipes must
pass vertically through it?

1. Reinforced
2. Bearing
3. Partition
4. Chase

1-40. What is the purpose of corner and
casing beads?

1. Protect and reinforce corners
and edges of drywall

2. Add additional support for
nonbearing walls

3. Allow for expansion
4. Improve the appearance of the

finished wall

1-41. The size of a ceiling joist is
determined by what two factors?

1. Height of walls and span from
wall to wall

2. Weight it must carry and span
from wall to wall

3. Height of bearing wall and OC
spacing

4. OC spacing and span from wall
to wall

1-42. All joists must run in the same
direction.

1. True
2. False

1-43. Ceiling joists supported by a
bearing partition should overlap
what minimum distance?

1. 16 in.
2.  12 in.
3. 8 in.
4. 4 in.

1-44. Which of the following components
can be used to help support a
ceiling joist at the center of its
span?

1. Strongback
2. Joist hanger
3. Ribband
4. Diagonal brace

1-45. Double joists and headers are
required when an attic scuttle is
larger than what minimum size?

1. 5 ft by 5 ft
2. 2 ft by 2 ft
3. 3 ft by 3 ft
4. 4 ft by 4 ft

1-46. The lowest framing member resting
on the foundation is called

1. a box sill
2. the nailing base for joists
3. the sill plate
4. the foundation wall

1-47. When placing anchor bolts in a
reinforced concrete wall, the bolt
should be embedded at least 7
inches.

1. True
2. False
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1-48. Which of the following statements
is generally true of wood posts?

1. They are placed directly below
wood girders

2. The width of the post should be
equal to the girder it supports

3. They are always embedded in
concrete

1-49. The crawl space for a structure
should have what minimum distance
between the ground and the bottom
of the girder?

1. 24 in.
2. 18 in.
3. 16 in.
4. 12 in.

1-50. In platform framing, a floor joist
rests directly on which of the
following components?

1. Top plate only
2. Sill plate only
3. Either 1 or 2 above
4. Exterior foundation

1-51. What is the recommended method for
connecting header and floor joists?

1. Face-nailing with 12d nails
2. Face-nailing with 16d nails

16-in. OC
3. Face nailing with 10d nails

16-in. OC
4. End nailing with 16d nails

1-52. What is the correct sequence for
securing a subfloor and cross
bridging to the floor joists?

1. Nail the subfloor, then the top
and bottom of the bridging

2. Nail the top of bridging, then
the subfloor, and finally the
bottom of the bridging

3. Nail the top and bottom of the
bridging, then the subfloor

4. Nail the bottom of the
bridging, then the subfloor,
and finally the top of the
bridging

1-53. Which of the following structural
components serve to tie the entire
wall together?

1. Studs
2. Corner posts
3. Top or bottom plates
4. Trimmers

1-54. Bottom plate layout should include
marks for which of the following
framing members?

1. Floor joists only
2. Corner posts only
3. Header joists only
4. All of the above

1-55. Temporary bracing used for wall
alignment should be removed at what
point during construction?

1. After wall alignment is
completed

2. After exterior sheathing is
completed

3. Before the ceiling joists are
placed

4. After all framing and sheathing
are completed

1-56. What is the main structural
function of a ceiling frame?

1. Support the finished ceiling
2. Support the top of nonbearing

partitions walls
3. Tie the exterior walls together
4. Support the weight of the

rafters

1-57. Backing at the top of walls serves
what purpose?

1. Tie the walls together
2. Provide additional nailing area

for joists
3. Keep the studs spaced properly
4. Provide nailing surface for the

edge of finish ceiling
materials
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